Table A-9.

Normal and observed rainfall (inches) for the Roanoke River basin downstream of
Kerr Reservoir (RM 178.7), and basinwide, for April-June 1982-1991 (U.S. Army
Corps of Engineers data).

Below Kerr Dam Basinwide
Normal Observed Normal Observed
Year Apr May Jun Apr May Jun Apr May Jun Apr May Jun
1963 3.37 402 391 155 283 259
1964 326 4.02 391 220 130 245
1965 326 3.77 378 204 198 8.30
1966 316 362 416 149 6.38 3.55
1967 3.03 384 411 188 324 239
1968 295 379 399 321 520 3.05
1969 295 379 399 305 324 4.12
1970 295 379 399 409 236 3.12
1971 295 379 399 257 6.36 341
1972 295 379 399 232 503 4.52
1973 295 379 399 462 453 595
1974 295 379 399 256 568 265
1975 295 379 399 223 323 227
1976 295 379 399 085 373 4.39
1977 295 379 399 266 544 3.69
1978 290 4.08 387 494 485 5.60
1979 298 4.11 394 430 6.09 5.87
1980 298 411 394 315 285 284
1981 2098 411 394 141 496 3.10
1982 298 411 394 304 256 4.83
1983 298 411 397 599* 399 248
1984 298 411 397 459 683 249
1985 3.13 419 388 1.13 303 332
1986 313 419 388 140 1898 0325
1987 3.13 419 388 553 221 344
1988 301 409 375 467 387 3.68
1989 301 409 375 641 516 841 336 389 384 402 576 795
1990 322 406 387 337 583 234 340 387 383 351 755 176
1991 322 406 387 262 146 286 340 387 383 294 308 268

A Maximum observed April rainfall since 1952.

B Record low observed June rainfall.
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